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CONSTRUCTION DETAILS el -

A. Install 27 ft. steel pole with a single 50 ft. mast arm, signal
heads, signs and a !5 ft. lighting arm with o 250 watt
HPS lamp and luminaire. é ote: One—3 in. PVC schedule 40 conduit
bend, four — 1 3/4 in. x 90 in. anchor bolts.

B. Install 27 ft. steel pole with a single 50 ft. mast arm, signal
heads, signs. (Note: One—3 in. PVC schedule 40 conduit
bend, four — 1 3/4 in. x 90 in. anchor bolts.

PROPOSED SIGNALS

]2n 12" 8“ .
D. Install electric handhole.
12" 12"

E. iInstall 6 ft. x 30 ft. quadruple loop detector (3—6—3 turns)

encased in flexible tubing. ° e“ e“
F. Install Micro Loop Probes. *
G. Install 24 in. white permanent preformed pavement marking @ @@ @@

tape — stop line.
H. Install 3 in. PVC schedule 40 electrical conduit — trenched. ‘3,6,7,8,9,10 2.5 v 1,4
I. lInstall 3 in. PVC schedule 80 electrical conduit — slotted.
J. Install 1 in. liquid tight flexible non—metallic conduit for

detector wire sleeeve.

K. Install controller and cabinet — base mounted.
(Note: two—4 in. PVC schedule 40, 2 in. PVC schedule 40,

and one—2 in. PVC schedule B0 conduit bends)
+r—tastat—l—ip—Galvanized-electricgl-conduit for-detector-wire. . sleeve.

Instoll ground mounted sign.
install 2 in. PVC schedule 40 electrical conduit — ‘trenched.
Install 4 in. PVC schedule 40 electrical conduit — trenched.
Remove existing ground mounted sign (W2-2)

install 6” double yeliow line.

Install 6" single solid white line.

instail teft-turn arrows.

Remove existing southbound left turn arrow.

To be instalied at a loter date when road widening occurs.
Existing sign.

Remove existing stop sign.

INOTALL PAVeRMENT MARKING WOLD

NEMA PHASING
Q1 82 84

G5

FLASHING OPERATION

Q5 86 88

NEMA PHASING NOTES

1. PHASES ASSOCIATED BY A DASHED LINE

WILL OPERATE CONCURRENTLY.
2. PHASES ASSOCIATED BY A SOLID LINE
WILL NOT OPERATE CONCURRENTLY.

GEOMETRIC LEGEND 2;34;?30, 38@3;536"
Rotate sign 20 15 degrees
= oEmoImommommosmoIm oz oz %{%ﬁ&%a{wgwﬁ}
PROPOSED GEUMETRICS
o - = 4 <& LOVETON FARMS RD ] 140154
— . UTILITY LEGEND e TEMPORARY SIGN < FILA WAY
' , ILA WA W3—3 NEW
g é E%Ei:}:i CABLES 36" X 36" LOVETON FARMS RD
y v VATER MALN TEMPORARY SIGN
§ § SEWER MAIN W3-3 NEW Vorioble x 32"
£ £ ELECTRIC CABLES " -
A A - ACR] AL CABLES 3 36 X368 .
BC BURIED CARLE 4 FUA Wiy
5D STORM DRAILN b
-

GENERAL NOTES

1.

2.

3.

4.

REVISIONS

MDOT

PAVEMENT MARKINGS DETAILED ARE PROPOSED AND ARE TO

BE INSTALLED BY THE TRAFFIC SIGNAL CONTRACTOR IN 'ACCORDANCE
WITH SHA STANDARDS.

WELLS & ASSOCIATES. LIC

TRANSPORTATION, TRAFFIC, AND PARKING CONSUL TANTS

LOOP DETECTORS AND SLOTTED CONDUITS MUST BE INSTALLED
PRIOR TO THE INSTALLATION OF PAVEMENT MARKINGS.

{11420 Spring Hill Road, Suite 600, Mclean., Virginia 22102
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